Lens Specification

(300nm)

Focal length

12.04mm

Back focal length

18.88mm

Mechanical back

Aperture ratio

F/2

Image size

2/3"(6.6mmX8.8mm)

Magnification

Distortion

-4.8%

Angle of view af INF.

Vertical

312°

Horizontal

413°

Diagonal

51.2°

Resolution (MTF:100lp/mm)

Center

542 (F/2.8)

Corner

k1% (F/2.8)

Pupil positions

Entrance pupil

15.22mm

(Front lens)

Exit pupil

-44.76mm (Image plane)

Principal poin

fs

Object space

24.02mm

(Front lens)

Image space

-12.04mm (Image plane)

Coating

All surfaces are antireflection coated.

Specifications above are design specifications

Angle of view at INF.

Image size

/18" 1
(5.2X6.9)

(4.8X6.4)

/2"

Vertical

24.6° 2

2.8°

Horizontal

32.6° 3

0.2°

Diagonal

40.6° 3

7.7°

Note:

1

/A2

Mini. Working Dist
10mm (at A =230nm)
20mm (at A =250nm)
4L0mm (at A =300nm)
70mm (at A =365nm)
Operating temperafure
-10°C ~ +50°C
Storage temperature
-20°C ~ +60°C
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